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DIMENSION LIGHT SENSORS DSC ATA L O G 
S E C T I O N

DS2
Light array (controlled height) 150…1650 mm

Resolution 6 or 25 mm

Number of beams
21…231 (res= 6mm)

6…66 (res= 25mm)

Light emission IR LED

Response time 5…90 ms

Interface serial RS485 or Ethernet

Setting
Dip-switches 

Graphic interface

Operating distance
0,3…5 m (res= 6mm)

0,3…10 m (res=25mm)

Power supply
Vdc 24V +/- 20%

Vac

Vac/dc

Output

PNP •

NPN

NPN/PNP

relay

other 0…10 V Analog output

Connection
cable

connector •

pig-tail

Approximate dimensions (mm) 35x40x(256…1726)

Housing material aluminium

Mechanical protection IP65

DS2

APPLICATIONS

• Processing and Packaging machinery
• Food, Cosmetic, Pharmaceutical 
• Electronics and mechanical assembling
• Conveyor lines and sorting systems

AREASCAN™ DETECTION 
AND MEASUREMENT LIGHT 
GRIDS WITH SERIAL OR 
ETHERNET INTERFACE
• 6 or 25 mm resolution
• Relative measurement precision ± 6 mm or ± 22.5 mm
• 150 - 1650 mm controlled heights
• Operating distance up to 10 m
• PNP and 0-10 V Analog output and RS485 or Ethernet interface 
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DS2 QUICK OPERATION 
MECHANICAL MOUNTING 
The emitter and receiver units have to be mounted with the relevant sensitive surfaces facing each other. 
The connectors must be positioned on the same side and at a distance between 0.3 and 5 m. 
For versions with optic interaxis a 6.75 mm, 0.3-10 m for versions with optic interaxis a 25 mm. 
To mount the device, insert the threaded pins supplied in the slots present on the two units. 
Depending on the particular application and/or type of support, the operator can use the fixing pins or the 
rigid fixing brackets supplied to mount the two units. Moreover, a minimum distance of 0.5 m from reflecting 
objects outside the detection area is recommended. 

ELECTRICAL CONNECTIONS 
The electrical connection between the emitting and receiving units is made through a male M12 connector 
located in the lower part of the light grid. 
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DIGITAL OUTPUT FUNCTIONING 
The detection mode is activated whenever at least one beam is interrupted inside the detection area. The 
activation causes the digital output switching (signalled by the powering of the yellow LED).  

The DS2 presents many different functions, listed below, that condition the switching output: 

 Switching Output Mode: indicates if electrical current passes through switching output; the output can be 
normally closed (N.C.) or normally open (N.O.).

 Switching Output Delay: delays the re-setting of the switching output after detection. The delay time can 
be selected.

 Acquisition and detection (Teach-in): allows a conditioned detection of the object inside the detection 
area: if the object corresponds (without resolution) to the object detected during the Teach-in phase, the 
output switches. On the contrary nothing happens. The following modes can be set:

- absolute teach-in detection, the output switches only if the previously set object is re-detected in the 
same position. 

- relative teach-in detection, the output switches only if the previously set object (without resolution) is 
re-detected, independently from the position in the sensing area. 

ANALOGUE OUTPUT FUNCTIONING 
 The 0-10 V analogue output, supplies limited information if compared to the information that can be 

obtained from the serial output; some functions are significant only if obtained in a serial ambient.
 Two measurement modes are available that can be selected from dip–switches. In the absolute 

measurement mode the analogue output is proportional to the total number of interrupted beams, while in 
the relative measurement mode the analogue output is proportional to the last interrupted beams. 

 Moreover, the first reference beam to select, by using only dip-switches, can be the one closest beam 
(default reference) or the one furthest away from the connector, located at the opposite side of the unit 
where the analogue voltage is at the minimum level (positive ramp 0-10 V) or maximum (negative ramp 
10-0V) in correspondence of the obscuring of the default reference beam. 

RS485 SERIAL OUTPUT FUNCTIONING 
Serial output data updating is usually made at the end of each scanning cycle. This conditions enormously 
the response time of the DS2 light grid, as it is depends on the serial baud-rate, data structure and 
information detail that has to be transmitted on the serial output for the application. Some serial 
configuration commands have been added to make the device flexible to different applications. The 
remote user interface completely controls these commands. 

 Baud-rate selection: allows the change of the serial switching speed. The 485 standard guarantees 
excellent disturbance immunity and thus the increase of the transmission speed may compromise the 
system. The speed has to be evaluated according to the application, plant and cabling.  

 Transmission standard selection: the ASCII or Binary data structure transmitted by the serial output 
can be selected; in applications where time is important, the binary structure is preferred. For details 
concerning data transmission please see “Communication protocol” section of the user manual. 

 Data partition selection: allows a partial serial data transmission. In particular, the transmission of the 
complete beam status array or partial beam status array is distinguished: The two conditions exclude 
each other (one or the other). If the partial transmission is selected, one of the aforementioned 
measurement modes has to be chosen. Partial transmission is preferred for applications where time 
factors are important. Further partial transmission is short protocol which transmission is purely binary 
and extremely fast. Fuction is enable for single measure only. For data transmission details please see 
“Communication protocol” section of the user manual.

 Data sending mode selection: function allows the operator to choose when to send the data from the 
serial output. The sending can also be inhibited by a specific selection (via “software”, using the specific 
command, via “hardware” programming the serial output enable input – pin 5 RX connector – using the 
user interface). The sending mode selection can be reached only via remote control. Four options can be 
selected: data sending at each machine cycle which is the default setting, data sending at each 
output status change, data sending at analogue output value change, user sending request, using 
the interface command button. This last condition can be requested also by an external command 
previously programming the device (per details please see section 7 “Communication protocol”).

LOCAL PROGRAMMING 
The local programming and function selection is made using two dip-switches located inside the receiver 
unit lid. For information concerning the correspondence between the selector positions and the operation 
modes please consult the user manual. 
REMOTE PROGRAMMING 
The remote programming and function selection is made using an user interface on a remote host, which 
communicates with DS2 using the standard RS232 serial interface. 
The interface can be found in the CD supplied with the device package. 
The interface provides access to a series of auxiliary functions; for more information please consult the user 
manual.

DS2ETH QUICK OPERATION 
MECHANICAL MOUNTING 
The emitter and receiver units have to be mounted with the relevant sensitive surfaces facing each other. 
The connectors must be positioned on the same side and at a distance between 0.3 and 5 m. 
To mount the device, insert the threaded pins supplied in the slots present on the two units. 
Depending on the particular application and/or type of support, the operator can use the fixing pins or the 
rigid fixing brackets supplied to mount the two units. Moreover, a minimum distance of 0.5 m from reflecting 
objects outside the detection area is recommended. 
ELECTRICAL CONNECTIONS 
The electrical connection between the emitting and receiving units is made through an 8 poles male M12 
connector and a 4 poles type “D” (ETHERNET) male M12 connector for the receiver and a 4 poles male 
M12 connector for the emitter. 
RECEIVER (RX)

EMITTER (TX)

DIGITAL OUTPUT FUNCTIONING 
The detection mode is activated whenever at least one beam is interrupted inside the detection area. The 
activation causes the digital output switching (signalled by the powering of the yellow LED).  

The DS2 presents many different functions, listed below, that condition the switching output: 
 Switching Output Mode: indicates if electrical current passes through switching output; the output can be 

normally closed (N.C.) or normally open (N.O.).
 Switching Output Delay: delays the re-setting of the switching output after detection. The delay time can 

be selected.
 Acquisition and detection (Teach-in): allows a conditioned detection of the object inside the detection 

area: if the object corresponds (without resolution) to the object detected during the Teach-in phase, the 
output switches. On the contrary nothing happens. The following modes can be set:
- absolute teach-in detection, the output switches only if the previously set object is re-detected in the 

same position. 
- relative teach-in detection, the output switches only if the previously set object (without resolution) is 

re-detected, independently from the position in the sensing area. 

ANALOGUE OUTPUT FUNCTIONING 
Supplies an information about the number of obscured beams. It is possible to achieve different information 
depending on the setting from user interface. 

ETHERNET CONNECTION FUNCTIONING 
Output data updating is usually made at the end of each scanning cycle. This conditions enormously the 
response time of the DS2 light grid, as it is depends data structure and information detail that has to be 
transmitted. Some hold configuration commands have been added to make the device flexible to different 
applications. The remote user interface completely controls these commands. 

 Transmission standard selection: Function allows the operator to choose data structure; it is possible to 
choose ASCII or Binary data. Partial transmission is preferred for applications where time factors are 
important. Further partial transmission is short protocol which transmission is purely binary and 
extremely fast. Function is enable for single measure only. For data transmission details please see 
“Communication protocol” section of the user manual.

 Data sending mode selection: function allows the operator to choose when to send the data.  
The sending can also be inhibited by a specific selection (via “software”, using the specific command, via 
“hardware” programming the output enable input – pin 5 RX connector – using the user interface). 
The sending mode selection can be reached only via remote control. Four options can be selected: data 
sending at each machine cycle which is the default setting, data sending at each output status 
change, data sending at analogue output value change, user sending request, using the interface 
command button. This last condition can be requested also by an external command previously 
programming the device (per details please see section 7 “Communication protocol”).  

REMOTE PROGRAMMING 
The remote programming and function selection is made using an user interface on a remote host, which 
communicates with DS2 using the standard ETHERNET. 
The interface can be found in the CD supplied with the device package. 
The interface provides access to a series of auxiliary functions; for more information please consult the user 
manual.
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DS2ETH QUICK OPERATION 
MECHANICAL MOUNTING 
The emitter and receiver units have to be mounted with the relevant sensitive surfaces facing each other. 
The connectors must be positioned on the same side and at a distance between 0.3 and 5 m. 
To mount the device, insert the threaded pins supplied in the slots present on the two units. 
Depending on the particular application and/or type of support, the operator can use the fixing pins or the 
rigid fixing brackets supplied to mount the two units. Moreover, a minimum distance of 0.5 m from reflecting 
objects outside the detection area is recommended. 
ELECTRICAL CONNECTIONS 
The electrical connection between the emitting and receiving units is made through an 8 poles male M12 
connector and a 4 poles type “D” (ETHERNET) male M12 connector for the receiver and a 4 poles male 
M12 connector for the emitter. 
RECEIVER (RX)

EMITTER (TX)

DIGITAL OUTPUT FUNCTIONING 
The detection mode is activated whenever at least one beam is interrupted inside the detection area. The 
activation causes the digital output switching (signalled by the powering of the yellow LED).  

The DS2 presents many different functions, listed below, that condition the switching output: 
 Switching Output Mode: indicates if electrical current passes through switching output; the output can be 

normally closed (N.C.) or normally open (N.O.).
 Switching Output Delay: delays the re-setting of the switching output after detection. The delay time can 

be selected.
 Acquisition and detection (Teach-in): allows a conditioned detection of the object inside the detection 

area: if the object corresponds (without resolution) to the object detected during the Teach-in phase, the 
output switches. On the contrary nothing happens. The following modes can be set:
- absolute teach-in detection, the output switches only if the previously set object is re-detected in the 

same position. 
- relative teach-in detection, the output switches only if the previously set object (without resolution) is 

re-detected, independently from the position in the sensing area. 

ANALOGUE OUTPUT FUNCTIONING 
Supplies an information about the number of obscured beams. It is possible to achieve different information 
depending on the setting from user interface. 

ETHERNET CONNECTION FUNCTIONING 
Output data updating is usually made at the end of each scanning cycle. This conditions enormously the 
response time of the DS2 light grid, as it is depends data structure and information detail that has to be 
transmitted. Some hold configuration commands have been added to make the device flexible to different 
applications. The remote user interface completely controls these commands. 

 Transmission standard selection: Function allows the operator to choose data structure; it is possible to 
choose ASCII or Binary data. Partial transmission is preferred for applications where time factors are 
important. Further partial transmission is short protocol which transmission is purely binary and 
extremely fast. Function is enable for single measure only. For data transmission details please see 
“Communication protocol” section of the user manual.

 Data sending mode selection: function allows the operator to choose when to send the data.  
The sending can also be inhibited by a specific selection (via “software”, using the specific command, via 
“hardware” programming the output enable input – pin 5 RX connector – using the user interface). 
The sending mode selection can be reached only via remote control. Four options can be selected: data 
sending at each machine cycle which is the default setting, data sending at each output status 
change, data sending at analogue output value change, user sending request, using the interface 
command button. This last condition can be requested also by an external command previously 
programming the device (per details please see section 7 “Communication protocol”).  

REMOTE PROGRAMMING 
The remote programming and function selection is made using an user interface on a remote host, which 
communicates with DS2 using the standard ETHERNET. 
The interface can be found in the CD supplied with the device package. 
The interface provides access to a series of auxiliary functions; for more information please consult the user 
manual.
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DS2ETH QUICK OPERATION 
MECHANICAL MOUNTING 
The emitter and receiver units have to be mounted with the relevant sensitive surfaces facing each other. 
The connectors must be positioned on the same side and at a distance between 0.3 and 5 m. 
To mount the device, insert the threaded pins supplied in the slots present on the two units. 
Depending on the particular application and/or type of support, the operator can use the fixing pins or the 
rigid fixing brackets supplied to mount the two units. Moreover, a minimum distance of 0.5 m from reflecting 
objects outside the detection area is recommended. 
ELECTRICAL CONNECTIONS 
The electrical connection between the emitting and receiving units is made through an 8 poles male M12 
connector and a 4 poles type “D” (ETHERNET) male M12 connector for the receiver and a 4 poles male 
M12 connector for the emitter. 
RECEIVER (RX)

EMITTER (TX)

DIGITAL OUTPUT FUNCTIONING 
The detection mode is activated whenever at least one beam is interrupted inside the detection area. The 
activation causes the digital output switching (signalled by the powering of the yellow LED).  

The DS2 presents many different functions, listed below, that condition the switching output: 
 Switching Output Mode: indicates if electrical current passes through switching output; the output can be 

normally closed (N.C.) or normally open (N.O.).
 Switching Output Delay: delays the re-setting of the switching output after detection. The delay time can 

be selected.
 Acquisition and detection (Teach-in): allows a conditioned detection of the object inside the detection 

area: if the object corresponds (without resolution) to the object detected during the Teach-in phase, the 
output switches. On the contrary nothing happens. The following modes can be set:
- absolute teach-in detection, the output switches only if the previously set object is re-detected in the 

same position. 
- relative teach-in detection, the output switches only if the previously set object (without resolution) is 

re-detected, independently from the position in the sensing area. 

ANALOGUE OUTPUT FUNCTIONING 
Supplies an information about the number of obscured beams. It is possible to achieve different information 
depending on the setting from user interface. 

ETHERNET CONNECTION FUNCTIONING 
Output data updating is usually made at the end of each scanning cycle. This conditions enormously the 
response time of the DS2 light grid, as it is depends data structure and information detail that has to be 
transmitted. Some hold configuration commands have been added to make the device flexible to different 
applications. The remote user interface completely controls these commands. 

 Transmission standard selection: Function allows the operator to choose data structure; it is possible to 
choose ASCII or Binary data. Partial transmission is preferred for applications where time factors are 
important. Further partial transmission is short protocol which transmission is purely binary and 
extremely fast. Function is enable for single measure only. For data transmission details please see 
“Communication protocol” section of the user manual.

 Data sending mode selection: function allows the operator to choose when to send the data.  
The sending can also be inhibited by a specific selection (via “software”, using the specific command, via 
“hardware” programming the output enable input – pin 5 RX connector – using the user interface). 
The sending mode selection can be reached only via remote control. Four options can be selected: data 
sending at each machine cycle which is the default setting, data sending at each output status 
change, data sending at analogue output value change, user sending request, using the interface 
command button. This last condition can be requested also by an external command previously 
programming the device (per details please see section 7 “Communication protocol”).  

REMOTE PROGRAMMING 
The remote programming and function selection is made using an user interface on a remote host, which 
communicates with DS2 using the standard ETHERNET. 
The interface can be found in the CD supplied with the device package. 
The interface provides access to a series of auxiliary functions; for more information please consult the user 
manual.
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DS2 QUICK OPERATION 
MECHANICAL MOUNTING 
The emitter and receiver units have to be mounted with the relevant sensitive surfaces facing each other. 
The connectors must be positioned on the same side and at a distance between 0.3 and 5 m. 
For versions with optic interaxis a 6.75 mm, 0.3-10 m for versions with optic interaxis a 25 mm. 
To mount the device, insert the threaded pins supplied in the slots present on the two units. 
Depending on the particular application and/or type of support, the operator can use the fixing pins or the 
rigid fixing brackets supplied to mount the two units. Moreover, a minimum distance of 0.5 m from reflecting 
objects outside the detection area is recommended. 

ELECTRICAL CONNECTIONS 
The electrical connection between the emitting and receiving units is made through a male M12 connector 
located in the lower part of the light grid. 
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DIGITAL OUTPUT FUNCTIONING 
The detection mode is activated whenever at least one beam is interrupted inside the detection area. The 
activation causes the digital output switching (signalled by the powering of the yellow LED).  

The DS2 presents many different functions, listed below, that condition the switching output: 

 Switching Output Mode: indicates if electrical current passes through switching output; the output can be 
normally closed (N.C.) or normally open (N.O.).

 Switching Output Delay: delays the re-setting of the switching output after detection. The delay time can 
be selected.

 Acquisition and detection (Teach-in): allows a conditioned detection of the object inside the detection 
area: if the object corresponds (without resolution) to the object detected during the Teach-in phase, the 
output switches. On the contrary nothing happens. The following modes can be set:

- absolute teach-in detection, the output switches only if the previously set object is re-detected in the 
same position. 

- relative teach-in detection, the output switches only if the previously set object (without resolution) is 
re-detected, independently from the position in the sensing area. 

ANALOGUE OUTPUT FUNCTIONING 
 The 0-10 V analogue output, supplies limited information if compared to the information that can be 

obtained from the serial output; some functions are significant only if obtained in a serial ambient.
 Two measurement modes are available that can be selected from dip–switches. In the absolute 

measurement mode the analogue output is proportional to the total number of interrupted beams, while in 
the relative measurement mode the analogue output is proportional to the last interrupted beams. 

 Moreover, the first reference beam to select, by using only dip-switches, can be the one closest beam 
(default reference) or the one furthest away from the connector, located at the opposite side of the unit 
where the analogue voltage is at the minimum level (positive ramp 0-10 V) or maximum (negative ramp 
10-0V) in correspondence of the obscuring of the default reference beam. 

RS485 SERIAL OUTPUT FUNCTIONING 
Serial output data updating is usually made at the end of each scanning cycle. This conditions enormously 
the response time of the DS2 light grid, as it is depends on the serial baud-rate, data structure and 
information detail that has to be transmitted on the serial output for the application. Some serial 
configuration commands have been added to make the device flexible to different applications. The 
remote user interface completely controls these commands. 

 Baud-rate selection: allows the change of the serial switching speed. The 485 standard guarantees 
excellent disturbance immunity and thus the increase of the transmission speed may compromise the 
system. The speed has to be evaluated according to the application, plant and cabling.  

 Transmission standard selection: the ASCII or Binary data structure transmitted by the serial output 
can be selected; in applications where time is important, the binary structure is preferred. For details 
concerning data transmission please see “Communication protocol” section of the user manual. 

 Data partition selection: allows a partial serial data transmission. In particular, the transmission of the 
complete beam status array or partial beam status array is distinguished: The two conditions exclude 
each other (one or the other). If the partial transmission is selected, one of the aforementioned 
measurement modes has to be chosen. Partial transmission is preferred for applications where time 
factors are important. Further partial transmission is short protocol which transmission is purely binary 
and extremely fast. Fuction is enable for single measure only. For data transmission details please see 
“Communication protocol” section of the user manual.

 Data sending mode selection: function allows the operator to choose when to send the data from the 
serial output. The sending can also be inhibited by a specific selection (via “software”, using the specific 
command, via “hardware” programming the serial output enable input – pin 5 RX connector – using the 
user interface). The sending mode selection can be reached only via remote control. Four options can be 
selected: data sending at each machine cycle which is the default setting, data sending at each 
output status change, data sending at analogue output value change, user sending request, using 
the interface command button. This last condition can be requested also by an external command 
previously programming the device (per details please see section 7 “Communication protocol”).

LOCAL PROGRAMMING 
The local programming and function selection is made using two dip-switches located inside the receiver 
unit lid. For information concerning the correspondence between the selector positions and the operation 
modes please consult the user manual. 
REMOTE PROGRAMMING 
The remote programming and function selection is made using an user interface on a remote host, which 
communicates with DS2 using the standard RS232 serial interface. 
The interface can be found in the CD supplied with the device package. 
The interface provides access to a series of auxiliary functions; for more information please consult the user 
manual.

DS2 QUICK OPERATION 
MECHANICAL MOUNTING 
The emitter and receiver units have to be mounted with the relevant sensitive surfaces facing each other. 
The connectors must be positioned on the same side and at a distance between 0.3 and 5 m. 
For versions with optic interaxis a 6.75 mm, 0.3-10 m for versions with optic interaxis a 25 mm. 
To mount the device, insert the threaded pins supplied in the slots present on the two units. 
Depending on the particular application and/or type of support, the operator can use the fixing pins or the 
rigid fixing brackets supplied to mount the two units. Moreover, a minimum distance of 0.5 m from reflecting 
objects outside the detection area is recommended. 

ELECTRICAL CONNECTIONS 
The electrical connection between the emitting and receiving units is made through a male M12 connector 
located in the lower part of the light grid. 
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DIGITAL OUTPUT FUNCTIONING 
The detection mode is activated whenever at least one beam is interrupted inside the detection area. The 
activation causes the digital output switching (signalled by the powering of the yellow LED).  

The DS2 presents many different functions, listed below, that condition the switching output: 

 Switching Output Mode: indicates if electrical current passes through switching output; the output can be 
normally closed (N.C.) or normally open (N.O.).

 Switching Output Delay: delays the re-setting of the switching output after detection. The delay time can 
be selected.

 Acquisition and detection (Teach-in): allows a conditioned detection of the object inside the detection 
area: if the object corresponds (without resolution) to the object detected during the Teach-in phase, the 
output switches. On the contrary nothing happens. The following modes can be set:

- absolute teach-in detection, the output switches only if the previously set object is re-detected in the 
same position. 

- relative teach-in detection, the output switches only if the previously set object (without resolution) is 
re-detected, independently from the position in the sensing area. 

ANALOGUE OUTPUT FUNCTIONING 
 The 0-10 V analogue output, supplies limited information if compared to the information that can be 

obtained from the serial output; some functions are significant only if obtained in a serial ambient.
 Two measurement modes are available that can be selected from dip–switches. In the absolute 

measurement mode the analogue output is proportional to the total number of interrupted beams, while in 
the relative measurement mode the analogue output is proportional to the last interrupted beams. 

 Moreover, the first reference beam to select, by using only dip-switches, can be the one closest beam 
(default reference) or the one furthest away from the connector, located at the opposite side of the unit 
where the analogue voltage is at the minimum level (positive ramp 0-10 V) or maximum (negative ramp 
10-0V) in correspondence of the obscuring of the default reference beam. 

RS485 SERIAL OUTPUT FUNCTIONING 
Serial output data updating is usually made at the end of each scanning cycle. This conditions enormously 
the response time of the DS2 light grid, as it is depends on the serial baud-rate, data structure and 
information detail that has to be transmitted on the serial output for the application. Some serial 
configuration commands have been added to make the device flexible to different applications. The 
remote user interface completely controls these commands. 

 Baud-rate selection: allows the change of the serial switching speed. The 485 standard guarantees 
excellent disturbance immunity and thus the increase of the transmission speed may compromise the 
system. The speed has to be evaluated according to the application, plant and cabling.  

 Transmission standard selection: the ASCII or Binary data structure transmitted by the serial output 
can be selected; in applications where time is important, the binary structure is preferred. For details 
concerning data transmission please see “Communication protocol” section of the user manual. 

 Data partition selection: allows a partial serial data transmission. In particular, the transmission of the 
complete beam status array or partial beam status array is distinguished: The two conditions exclude 
each other (one or the other). If the partial transmission is selected, one of the aforementioned 
measurement modes has to be chosen. Partial transmission is preferred for applications where time 
factors are important. Further partial transmission is short protocol which transmission is purely binary 
and extremely fast. Fuction is enable for single measure only. For data transmission details please see 
“Communication protocol” section of the user manual.

 Data sending mode selection: function allows the operator to choose when to send the data from the 
serial output. The sending can also be inhibited by a specific selection (via “software”, using the specific 
command, via “hardware” programming the serial output enable input – pin 5 RX connector – using the 
user interface). The sending mode selection can be reached only via remote control. Four options can be 
selected: data sending at each machine cycle which is the default setting, data sending at each 
output status change, data sending at analogue output value change, user sending request, using 
the interface command button. This last condition can be requested also by an external command 
previously programming the device (per details please see section 7 “Communication protocol”).

LOCAL PROGRAMMING 
The local programming and function selection is made using two dip-switches located inside the receiver 
unit lid. For information concerning the correspondence between the selector positions and the operation 
modes please consult the user manual. 
REMOTE PROGRAMMING 
The remote programming and function selection is made using an user interface on a remote host, which 
communicates with DS2 using the standard RS232 serial interface. 
The interface can be found in the CD supplied with the device package. 
The interface provides access to a series of auxiliary functions; for more information please consult the user 
manual.

ANALOG OUTPUT

ANALOG OUTPUT

Instruction Manual DS2 Ethernet 
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11. LIST OF AVAILABLE MODELS 
 

Model Optics interaxis 
(mm) 

h1
Length of  

controlled area 
(mm) 

a x b (mm) h (mm) N°.
beams

DS2-05-07-060-JE 6.75 588 35 x 40 697 84 

DS2-05-07-075-JE 6.75 735 35 x 40 844 105 

DS2-05-07-090-JE 6.75 882 35 x 40 991 126 

DS2-05-07-120-JE 6.75 1176 35 x 40 1285 168 

DS2-05-07-150-JE 6.75 1470 35 x 40 1579 210 

DS2-05-07-165-JE 6.75 1617 35 x 40 1726 231 

12. OVERALL DIMENSIONS 
All the values are in mm. 

 
 

M12 CONNECTOR - SERIAL VERSION

M12 CONNECTOR - ETHERNET VERSION

Power supply 24 Vdc ± 20%
Consumption on emitter unit (TX) 250 mA max. load excluded
Light emission IR LED 880 nm
Output PNP; analog output
Output current 100 mA
Saturation voltage 1,5 V max. 
Connection  M12 4-pole connector (TX), M12 8-pole and M12 4-pole type “D” connector (RX)
Dielectric strength  500 Vac, 1 min between electronics and housing
Insulating resistance >20 MΩ, 500 Vdc between electronics and housing
Electrical protection class I
Mechanical protection IP65 (EN 60529)
Vibrations  0,5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6)
Shock resistance 11 ms (30 G) 6 shock for every axis (EN60068-2-27)
Housing material painted aluminium (Pulverit 5121/0085 Black)
Lens material PMMA 
Operating temperature 0 … 50 °C
Storage temperature -25...70°C
Weight 1,9 - 4,6 kg

MODEL A x B 
(mm)

H 
(mm)

C 
(mm)

D 
(mm)

DS2-05-07-015-XX 35 x 40 256 23.8 72.5

DS2-05-07-030-XX 35 x 40 403 23.8 72.5

DS2-05-07-045-XX 35 x 40 550 23.8 72.5

DS2-05-07-060-XX 35 x 40 697 23.8 72.5

DS2-05-07-075-XX 35 x 40 844 23.8 72.5

DS2-05-07-090-XX 35 x 40 991 23.8 72.5

DS2-05-07-105-XX 35 x 40 1138 23.8 72.5

DS2-05-07-120-XX 35 x 40 1285 23.8 72.5

DS2-05-07-135-XX 35 x 40 1432 23.8 72.5

DS2-05-07-150-XX 35 x 40 1579 23.8 72.5

DS2-05-07-165-XX 35 x 40 1726 23.8 72.5

DS2-05-25-045-XX 35 x 40 562 23.8 72.5

DS2-05-25-060-XX 35 x 40 713 23.8 72.5

DS2-05-25-075-XX 35 x 40 864 23.8 72.5

DS2-05-25-090-XX 35 x 40 1015 23.8 72.5

XX: JV for serial models or JE for ETHERNET models

TECHNICAL DATA

DIMENSIONS

CONNECTIONS
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DETECTION AND MEASUREMENT OF AN 
OBJECT’S HEIGHT OR PROFILE DETECTION MODE (TEACH-IN)

MODEL ETHERNET
CONFIGURATION

Top beam Complete beams status
Binary ASCII Binary ASCII

DS2-05-07-060-JE 10 10 10 12
DS2-05-07-075-JE 11.5 11.5 11.5 15
DS2-05-07-090-JE 13 13 13 17
DS2-05-07-120-JE 17 17 17 21
DS2-05-07-150-JE 20 21 21 25
DS2-05-07-165-JE 22 23 23 28

Tmin (msec) Tmax (msec)

T2 T3 T4 T5 T6 T7

MODEL RS485

CONFIGURATION
Top beam Complete beams status

Binary Binary ASCII ASCII Binary Binary ASCII ASCII
57600 baud 9600 baud 57600 baud 9600 baud 57600 baud 9600 baud 57600 baud 9600 baud

DS2-05-07-015-JV 5.5 12.5 5.05 13 5.5 15 6.5 10
DS2-05-07-030-JV 7 14 7 14.5 7 18 8.5 21
DS2-05-07-045-JV 8.5 15.5 8.5 16 8.5 21 10 24
DS2-05-07-060-JV 10 17 10 18 10 26 12 38
DS2-05-07-075-JV 11.5 18.5 11.5 19 11.5 31 15 44
DS2-05-07-090-JV 13 20 13 20 13 36 17 54
DS2-05-07-105-JV 14.5 21.5 14.5 22 14.5 40 19 62
DS2-05-07-120-JV 17 24 17 24 17 44 21 70
DS2-05-07-135-JV 18.5 25 19 26 19 48 23 80
DS2-05-07-150-JV 20 26.5 21 28 21 53 25 84
DS2-05-07-165-JV 22 28 23 30 23 56 28 91
DS2-05-25-045-JV 5 11 5 11 5 13 6 18
DS2-05-25-060-JV 5.5 12 5.5 12.5 5.5 14.5 6.5 19.5
DS2-05-25-075-JV 6 13 6 13.5 6 16 7 21
DS2-05-25-090-JV 6.5 13.5 6.5 14.5 6.5 17.5 7.5 22.5

And more applications:
• Object height measurement (vertical mounting);
• Object width measurement (horizontal mounting);
• Object distance measurement (horizontal mounting);
• Object volume measurement (vertical and horizontal combination);
• Single or multiple object presence and/or position detection in a given area;
• Missing label detection on multiple lanes;
• Vertical warehouse drawers positioning;
• Box or other objects profiling on conveyors;
• Web edges or center guiding;
• Cartoners, stackers and palletizers.

INDICATORS AND SETTINGS

DETECTION MODE EXAMPLES

RESPONSE TIME - SERIAL AND ETHERNET VERSION
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OPTIC FUNCTION CONTROLLED AREA (mm) OPTICS INTERAXIS (mm) OUTPUT MODEL ORDER No.

Measurement  
light curtain

147

6.75

PNP, 0-10V and RS485

DS2-05-07-015-JV 957501040

294 DS2-05-07-030-JV 957501050

441 DS2-05-07-045-JV 957501060

588 DS2-05-07-060-JV 957501000

735 DS2-05-07-075-JV 957501070

882 DS2-05-07-090-JV 957501010

1029 DS2-05-07-105-JV 957501080

1176 DS2-05-07-120-JV 957501020

1323 DS2-05-07-135-JV 957501090

1470 DS2-05-07-150-JV 957501100

1617 DS2-05-07-165-JV 957501030

453

25

DS2-05-25-045-JV 957501110

604 DS2-05-25-060-JV 957501140

755 DS2-05-25-075-JV 957501120

912 DS2-05-25-090-JV 957501130
588

6.75 Voltage Analog and 
Ethernet

DS2-05-07-060-JE 957501150
735 DS2-05-07-075-JE 957501160

882 DS2-05-07-090-JE 957501170

1176 DS2-05-07-120-JE 957501180

1470 DS2-05-07-150-JE 957501190

1617 DS2-05-07-165-JE 957501200

TYPE DESCRIPTION LENGTH MODEL ORDER No.

Axial M12 Connector

4-pole, grey, P.V.C.
3 m CS-A1-02-G-03 95A251380
5 m CS-A1-02-G-05 95A251270

10 m CS-A1-02-G-10 95A251390

4-pole, P.U.R.
2 m CS-A1-02-R-02 95A251540
5 m CS-A1-02-R-05 95A251560

8-pole, black, P.V.C.
3 m CS-A1-06-B-03 95ACC2230
5 m CS-A1-06-B-05 95ACC2240

10 m CS-A1-06-B-10 95ACC2250

4-pole, shielded, grey, P.V.C.
3 m CV-A1-22-B-03 95ACC1480
5 m CV-A1-22-B-05 95ACC1490

10 m CV-A1-22-B-10 95ACC1500

8-pole, shielded, black, P.V.C.

3 m CV-A1-26-B-03 95ACC1510
5 m CV-A1-26-B-05 95ACC1520

10 m CV-A1-26-B-10 95ACC1530
15 m CV-A1-26-B-15 95ACC2080
25 m CV-A1-26-B-25 95ACC2100

4-pole, U.L., black, P.V.C.

3 m CS-A1-02-U-03 95ASE1120
5 m CS-A1-02-U-05 95ASE1130

10 m CS-A1-02-U-10 95ASE1140
15 m CS-A1-02-U-15 95ASE1150
25 m CS-A1-02-U-25 95ASE1160

8-pole, U.L., black, P.V.C.

3 m CS-A1-06-U-03 95ASE1220
5 m CS-A1-06-U-05 95ASE1230

10 m CS-A1-06-U-10 95ASE1240
15 m CS-A1-06-U-15 95ASE1250
25 m CS-A1-06-U-25 95ASE1260
50 m CS-A1-06-U-50 95A252710

4-pole, black Connector-not cabled CS-A1-02-B-NC G5085002
8-pole, black Connector-not cabled CS-A1-06-B-NC 95ACC2550

Ethernet cable M12/RJ45 4-pole 3m straight D coded DATAVS-CV-RJ45D-03 95A901350

MODEL SELECTION AND ORDER INFORMATION

CABLES

The company endeavours to continuously improve and renew its products; for this reason the technical data and contents of this catalogue may undergo variations without prior notice. For correct installation and use, 
the company can guarantee only the data indicated in the instruction manual supplied with the products. Product and Company names and logos referenced may be either trademarks or registered trademarks of their 
respective companies. We reserve the right to make modifications and improvements.
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